Stark400 - FULL (3°) A pRoLiGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram
Flux out: 1,363 Im
3f/1m 21,145/ 32,517 fc A 023 ft

227,612/ 350,011 Ix 7.02 cm

5,286 /8,129 fc

0.46 ft
7ft/2m 565037 87,503 Ix

14.04 cm

2,349/ 3.612 fc

0.69 ft
10ft/3 m 55 560 /38,890 Ix

21.06 cm

1,321/ 2,032 fc

0.92 ft
13ft/4m 14 226721,8761x

28.08 cm

845 /1,300 fc 1.15ft

16ft/5m 5904 /14,000 Ix H 35.09 cm
S0t/ 6 m 587/ 903 fc H 138 ft

6,323/9,723 Ix 42.11 cm

431/ 663 fc

1.62 ft
23ft/7m 7 64577,143 Ix

49.13 cm

330/ 508 fc 1.84 ft
26 1t/ 8 m 3554775 469 Ix M 56.15 cm

261 / 401 fc 2.07 ft
30ft/9m 587074327 Ix M 63.17 cm

Height E avg/E max Angle: 3° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - Red (3°) A PROLIGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram
Flux out: 228 Im

59,603 /75,139 Ix 6.58 cm

1,384 /1,745 fc

0.43 ft
7ft/2m 42 901/18,785 Ix

13.16 cm

615/ 775 fc

0.64 ft
10ft/3m ¢ 42378349 Ix

19.74 cm

346/ 436 fc

0.86 ft
13ft/4m 370574696 x

26.32 cm

221/ 279 fc 1.07 ft

16ft/5m 538473006 Ix H 32.90 cm
20/ 6m V2371931 H 1.29 ft

1,656 /2,087 Ix 39.48 cm

112/ 142 fc

1.51 ft
23ft/7m 92167 11,533 Ix

46.07 cm

86 /109 fc 172 f
26 /8 "93771,174 1 M 52.65 cm

68 /86 fc 1.94 ft
30ft/9m 7357927 Ix M 59.23 cm

Height E avg/E max Angle: 3° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - Green (3°) A PROLIGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram
Flux out: 2,240 Im
3f/1m 7,589 /11,471 fc A 0.24 ft

81,698 / 123,478 Ix 7.42 cm

1,897 /2,867 fc

0.48 ft
7ft/2m 50 294 730,869 Ix

14.84 cm

843 /1,274 fc

0.73 ft
10ft/3m9078713,720 Ix

22.26 cm

474 /716 fc

0.97 ft
13ft/4m 510677717 Ix

29.68 cm

303/ 458 fc 1.21 ft

16ft/5m 324874939 x H 37.10 em
20ft/6m 210/ 318 fc H 1.46 ft

2,269/ 3,430 Ix 44.52 cm

155/ 234 fc

170 ft
231t/7 M 1467 772,520 Ix

51.94 cm

118 /179 fc 1.95 ft
261t/ 8 m 157771929 Ix M 59.36 cm

93/ 141 fc 2.19 ft
30ft/9m 7 009/1,524 x M 66.78 cm

Height E avg/E max Angle: 3° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - Blue (3°) A PROLIGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram

Flux out: 106 Im
1,646 / 2,437 fc A 0.2 ft
3ft/1m 17,726 / 26,235 Ix A 7.68 cm
411/ 609 fc 0.47 ft
7ft/2m 423176559 Ix u 15.37 em
183/ 270 fc 0.70 ft
10ft/3m 197072915 Ix 23.05 cm
102/ 152 fc 0.94 ft
13ft/4m 1 1087/1,640 Ix Q 30.73 cm
65 /97 fc 1.18 ft
16f/5m 56971049 Ix H 38.42 em
45 / 67 fc 1.41 ft
20ft/6m 007281 H 46.10 cm
33/49 fc 1.65 ft
231t/7 m 3817535 x M 53.78 cm
25/ 38 fc 1.88 ft
26 ft/8m 5777409 Ix M 61.47 em
20/ 30 fc 212 ft
30ft/9m 5187323 Ix M 69.15 cm

Height E avg/E max Angle: 3° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - White (3°) A PROLIGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram
Flux out: 672 Im
3f/1m 10,428 / 15,369 fc A 0.23 ft

112,252/ 165,411 Ix 7.19 cm

2,607 / 3,842 fc

0.47 ft
7ft/2m 580637 41,360 Ix

14.39 cm

1,158 /1,707 fc

0.70 ft
10ft/3m 43 472718,382 Ix

21.58 cm

1,321/ 2,032 fc

0.94 ft
13ft/4m 7 016/10,340 Ix

28.77 cm

651/ 960 fc 1.18 ft

16/5m 1490/ 6.618 Ix H 35.97 cm
20t/ 6m 287/ 4261 H 1.41 ft

3,118/ 4,596 Ix 43.16 cm

212/ 313 fc

1.65 ft
231t/7 M 559173376 Ix

50.36 cm

162/ 240 fc 1.88 ft
26 ft/8m 1754772585 Ix M 57.55 cm

128/ 189 fc 212 ft
30ft/9m 738672042 Ix M 64.74 cm

Height E avg/E max Angle: 3° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - FULL (45°) A

PROLIGHTS

is a registered trademarks

y PROLIGHTS
7 X40 W high power LED wash/beam light with pixel mapping
Photometrics Diagram

Flux out: 1,054 Im
1,242 /1,822 fc A 1.01 ft
3ft/1m 453787 19.621 Ix A 30.86 cm
310/ 455 fc 2.02 ft
7ft/2m 334474905 Ix u 61.72 cm
138 / 202 fc 3.03 ft
10ft/3m 148672180 Ix LA 92.58 cm
77 / 113 fc 4.04 ft
13ft/4m 8367 1,226 Ix LA 123.44 cm
49 /72 fc 5.06 ft
16ft/5m 535,784 Ix LA 154.30 cm
34 /50 fc 6.07 ft
20ft/6m 300 eas i LA 185.16 cm
25 /37 fc 7.08 ft
231t/7m 5737400 Ix H 216.02 cm
19 /28 fc 8.09 ft
26 ft/ 8 m 5097306 Ix M 246.88 cm
15/ 22 fc 9.11 ft
30ft/9m 1g57242 I H 277.73 cm

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

WEBSITE:www.prolightsamerica.com

MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica




Stark400 - Red (45°) A PROLIGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram

Flux out: 246 Im
260/ 382 fc 1.06 ft
3ft/ 1 mi 800/ 4,120 ix A 32.40 cm
65 /95 fc 212 ft
7ft/2m 700 71,030 Ix u 64.80 cm
28/ 42 fc 3.18 ft
1073 m 3777457 I 97.19 cm
14/ 23 fc 4.25 ft
13ft/4m 1757257 Ix Q 129.59 cm
10/ 15 fc 5.31 ft
16f/5m 992/ 764 Ix H 161.99 cm
7/10fc 6.37 ft
20ft/6m —oaix H 194.39 cm
5/71c 7.44 ft
231t/7m 57784 1x H 226.79 cm
4/5fc 8.50 ft
26 ft/8m 43764 1x M 259.19 cm
3/4fc 9.56 ft
30ft/9m 34 /50 Ix M 291.58 cm

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - Green (45°) A PROLIGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram

Flux out: 408 Im
431/ 637 fc A 1.05 ft
3R /My 642/ 6,866 Ix A 32.20 cm
107 / 159 fc 2.11 ft
7R/2m 1 96071,716 Ix u 64.40 cm
47 /70 fc 3.17 ft
10ft/3m 5957762 Ix 96.60 cm
26 /39 fc 4.22 ft
13ft/4m 5907429 Ix Q 128.80 cm
17/ 25 fc 5.28 ft
16ft/5m 85574 1x H 161.01 cm
11/17 fc 6.33 ft
20f/6m 1587190 Ix H 193.21 cm
8/13fc 7.39 ft
23ft/7m 947140 1x M 225.41 cm
6/9fc 8.45 ft
26 ft/8m 757107 Ix M 257.61 cm
5/7 fc 9.51 ft
30ft/9m 57/ 84 Ix M 289.81 cm

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A

y PROLIGHTS

is a registered trademarks

WEBSITE:www.prolightsamerica.com

MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - Blue (45°) A pRoLiGHTS

y /5=

7 X40 W high power LED wash/beam light with pixel mapping

Photometrics Diagram

Flux out: 90 Im

3ft/1m ?,50/2511?5:19 ix A 32,50 om
78/2m o6 1370 u a0 e
ovsan B s

5/8fc LA 422t
13ft/4m 47941 LQ 128.80 cm
16ft/5m ‘Zéf;&x H 161 01
20ft/6m géfi; x H 193.%13?::1t
BR/Tm et M T
26 ft/8 m 11':'? 232 ])2(0 fe M 257.52'14 ir];t
30f/9m 11'2131/;])7(41% M 26951 em

/ \

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



Stark400 - White (45°) A pRoLiGHTS

7 X40 W high power LED wash/beam light with pixel mapping IA
Photometrics Diagram

Flux out: 613 Im
527 /782 fc A 1.16 ft
3ft/Im e 80/8,420 Ix A 35.52 cm
131/ 195 fc 2.33 ft
7ft/2m 1 22072.105 Ix u 71.05 em
58/ 86 fc 3.49 ft
10ft/3m¢317935x 106.57 cm
32/ 48 fc 4.66 ft
13ft/4m 3357526 Ix Q 142.09 cm
21/31fc 5.82 ft
16ft/5m 557336 Ix H 177.62 cm
14721 fc 6.99 ft
20ft/6m Her o33 H 213.14 cm
10/ 15 fc 8.15 ft
231/ 7 M 157171 Ix M 548.66 cm
8/12 fc 9.32 ft
26 ft/ 8 m g8 7137 Ix M 284.19 cm
6/9fc 10.48 ft
30ft/9m 757103 Ix M 319.71 em

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolightsamerica.com
y PROLIGHTS
is a registered trademarks MAIL: support@prolightsamerica.com

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolightsamerica



