
Fixture photometric table

m ft m ft m ft Lux Footcandle

Field: 44° 1.00 m 3.3 ft 0.8 m 2.7 ft 0.4 m 1.2 ft 77400 lx 7191 fc

Beam: 20° 1.53 m 5.0 ft 1.2 m 4.1 ft 0.5 m 1.8 ft 33064 lx 3072 fc

Magnification (mf): 0.35 x 3.05 m 10.0 ft 2.5 m 8.1 ft 1.1 m 3.5 ft 8320 lx 773 fc

Candelas: 77400 Cd 3.95 m 13.0 ft 3.2 m 10.5 ft 1.4 m 4.6 ft 4961 lx 461 fc

Lumens: 13700 lm 4.56 m 15.0 ft 3.7 m 12.1 ft 1.6 m 5.3 ft 3722 lx 346 fc

Watts: 533 w 6.10 m 20.0 ft 4.9 m 16.2 ft 2.2 m 7.1 ft 2080 lx 193 fc

Lumen/w: 145.3 lm/w 6.85 m 22.5 ft 5.5 m 18.2 ft 2.4 m 7.9 ft 1650 lx 153 fc

CRI Ra: 92 7.63 m 25.0 ft 6.2 m 20.2 ft 2.7 m 8.8 ft 1330 lx 124 fc

TM-30 Rf / Rg: 88 / 105 9.15 m 30.0 ft 7.4 m 24.3 ft 3.2 m 10.6 ft 924 lx 86 fc

Duv: -0.0012 10.07 m 33.0 ft 8.1 m 26.7 ft 3.6 m 11.7 ft 763 lx 71 fc

m ft m ft m ft Lux Footcandle

Field: 80° 1.00 m 3.3 ft 1.7 m 5.5 ft 0.7 m 2.4 ft 23200 lx 2155 fc

Beam: 40° 1.53 m 5.0 ft 2.6 m 8.4 ft 1.1 m 3.7 ft 9911 lx 921 fc

Magnification (mf): 0.73 x 3.05 m 10.0 ft 5.1 m 16.8 ft 2.2 m 7.3 ft 2494 lx 232 fc

Candelas: 23200 Cd 3.95 m 13.0 ft 6.6 m 21.7 ft 2.9 m 9.4 ft 1487 lx 138 fc

Lumens: 12100 lm 4.56 m 15.0 ft 7.7 m 25.1 ft 3.3 m 10.9 ft 1116 lx 104 fc

Watts: 533 w 6.10 m 20.0 ft 10.2 m 33.6 ft 4.4 m 14.6 ft 623 lx 58 fc

Lumen/w: 43.6 lm/w 6.85 m 22.5 ft 11.5 m 37.7 ft 5.0 m 16.4 ft 494 lx 46 fc

CRI Ra: 92 7.63 m 25.0 ft 12.8 m 42.0 ft 5.6 m 18.2 ft 399 lx 37 fc

TM-30 Rf / Rg: 88 / 105 9.15 m 30.0 ft 15.4 m 50.4 ft 6.7 m 21.9 ft 277 lx 26 fc

Duv: -0.0012 10.07 m 33.0 ft 16.9 m 55.4 ft 7.3 m 24.0 ft 229 lx 21 fc

m ft m ft m ft Lux Footcandle

Field: 100° 1.00 m 3.3 ft 2.4 m 7.8 ft 0.8 m 2.7 ft 21300 lx 1979 fc

Beam: 44° 1.53 m 5.0 ft 3.6 m 12.0 ft 1.2 m 4.1 ft 9099 lx 845 fc

Magnification (mf): 0.81 x 3.05 m 10.0 ft 7.3 m 23.9 ft 2.5 m 8.1 ft 2290 lx 213 fc

Candelas: 21300 Cd 3.95 m 13.0 ft 9.4 m 30.9 ft 3.2 m 10.5 ft 1365 lx 127 fc

Lumens: 11500 lm 4.56 m 15.0 ft 10.9 m 35.7 ft 3.7 m 12.1 ft 1024 lx 95 fc

Watts: 533 w 6.10 m 20.0 ft 14.5 m 47.7 ft 4.9 m 16.2 ft 572 lx 53 fc

Lumen/w: 40.1 lm/w 6.85 m 22.5 ft 16.3 m 53.6 ft 5.5 m 18.2 ft 454 lx 42 fc

CRI Ra: 92 7.63 m 25.0 ft 18.2 m 59.7 ft 6.2 m 20.2 ft 366 lx 34 fc

TM-30 Rf / Rg: 88 / 105 9.15 m 30.0 ft 21.8 m 71.6 ft 7.4 m 24.3 ft 254 lx 24 fc

Duv: -0.0012 10.07 m 33.0 ft 24.0 m 78.7 ft 8.1 m 26.7 ft 210 lx 20 fc

Fixture model Throw Distance Field Spread Beam Spread Full On
Color Force II 48 CycLens

Fixture model Throw Distance Field Spread Beam Spread Full On
Color Force II 48 BorderLens

Fixture model Throw Distance Field Spread Beam Spread Full On
Color Force II 48


